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WRAP YOUR PROPERTY UP 
LIKE A THERMAL JACKET 
AND GET PROTECTED! 
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PREPARE 
YOUR PROPERTY 
FOR ANYTHING!

Property Coating Solutions
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ROOF 
COATINGS...

Before

After
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Colour: 5 standard colours. Drying 
time: Approx. 1 hour at 20°C. Spreading 
rate: Approx. 3-5m2/litre, depending on 
absorption factor. Example ‘concrete 
paving stones’ – approx. 1 litre StoneColor 
for 5 m2.

Cleaning: Clean all tools etc. immediately 
after use. Wash them carefully in warm, 
soapy water. Package sizes: 5 litres and 
20 litres. Storage: Dry, frost-free and out of 
the reach of children.

Application: Brush, paint-roller or low-
pressure spray gun. Dilution: Water-
based, use undiluted, depending on the 
need, dilute with max. 15% water.

How it works!

Drivecoat Colour
Drivecoat Colour was developed using the latest nano-technology, including pigments, in a 
unique manufacturing process that introduces previously unknown properties, such as 
superior surface penetration, intensive adhesion, high wear resistance and extra UV 
stability as well as resistance to oil, water and most known chemical products in everyday 
life. Additionally, Drivecoat Colour is available in 5 standard colours and a colourless version.

Colour availability

Roofcoat CLEAR

Colour: Colourless. Drying time: Approx. 
1 hour at 20°C. Spreading rate: Approx. 
2-5 m2/litre, depending on absorption 
factor. Example “concrete paving stones” – 
approx. 1 litre ProCover for 5 m2.

Cleaning: Clean all tools etc. immediately 
after use. Wash them carefully in warm, 
soapy water. Package sizes: 5 litres and 
25 litres. Storage: Dry, frost-free and out of 
the reach of children.

Application: Brush, paint-roller or low-
pressure spray gun. 
Dilution: The product is supplied ready-to-
use, no dilution required.

How it works!

Hello future, goodbye ugly intruders. Roofcoat is a new and scientifi cally engineered product 
designed to cover and strengthen all kinds of mineral surfaces. Based on nano-technology, 
Roofcoat consists of ultra fi ne particles – measured in the millionth part of a millimetre. These 
particles penetrate deeply into the molecules of the surface. The result? Water repellent, 
dirt repellent, oil repellent, stain repellent! An invisible super surface protection prepared for 
anything.

Anthracite 
Grey

Black Mocha Oxide Slate
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Roofcoat
CLEAR  



Colour: Colourless. Drying time: Approx. 
1 hour at 20°C. Spreading rate: Approx. 
3-5 m2/litre, depending on absorption 
factor.

Cleaning: Clean all tools etc. immediately 
after use. Wash them carefully in warm, 
soapy water. Package sizes: 25 litres. 
Storage: Dry, frost-free and out of the 
reach of children.

Application: Brush, paint-roller or low-
pressure spray gun. Dilution: The product 
is supplied ready-to-use, no dilution 
required.

How it works!

Colour: 8 standard colours. 
Drying time: Approx. 1 hour at 20°C. 
Spreading rate: Approx. 3-6m2/litre, 
depending on absorption factor. 

Cleaning: Clean all tools etc. immediately 
after use. Wash them carefully in warm, 
soapy water. Package sizes: 20 litres. 
Storage: Dry, frost-free and out of the 
reach of children.

Application: Brush, paint-roller or low-
pressure spray gun. 
Dilution: Dilute with max. 20% water.

How it works!

Colour availability

Mocha

Anthracite 
Grey Dark

Dark 
Brown

Anthracite
Grey

Tile 
Red

Winter 
Green

Red 
Brown

Black

Decor8 - 6x Coatings 8pp Brochure.indd   3 23/02/2013   18:34

Roofcoat Colour
Roofcoat Colour roof coating is based on nanopolyurethane optimised acrylic polymers which 
show lasting fl exibility, water repellency, breathability, UV-resistance and is fast 
drying. Roofcoat Colour is also easy to apply and provides a hydrophobic surface which is self 
cleaning for years to come. The coating will not fade with UV rays.

Wallcoat Clear CLEAR

Wallcoat Clear not only protects, but actively rebuilds original colour and look of your 
roof. Wallcoat Clear is based on the latest nano-technology. A chemical composition of 
siloxanes with free reactive groups enables Wallcoat Clear to actively bond to mineral 
surfaces such as concrete and protect against rain, dirt, algae, pollution and oil. 
Provides hydrophobic surface that will not allow water penetration.

HydroBlock CLEAR

HydroBlock not only protects, but actively rebuilds original colour and look of your 
roof. HydroBlock is based on the latest nano-technology. A chemical composition of 
siloxanes with free reactive groups enables HydroBlock to actively bond to mineral 
surfaces such as concrete and protect against rain, dirt, algae, pollution and oil. 
Provides hydrophobic surface that will not allow water penetration.

Colour: Colourless. Drying time: Approx. 
1 hour at 20°C. Spreading rate: Approx. 
3-5 m2/litre, depending on absorption 
factor.

Cleaning: Clean all tools etc. immediately 
after use. Wash them carefully in warm, 
soapy water. Package sizes: 25 litres. 
Storage: Dry, frost-free and out of the 
reach of children.

Application: Brush, paint-roller or low-
pressure spray gun. Dilution: The product 
is supplied ready-to-use, no dilution 
required.

How it works!

Isonit
Isonit roof coating is based on nanopolyurethane optimised acrylic polymers which 
show lasting flexibility, water repellency, breathability, UV-resistance and is fast 
drying. Isonit is also easy to apply and provides a hydrophobic surface which is self 
cleaning for years to come. The coating will not fade with UV rays.

Colour: 8 standard colours. 
Drying time: Approx. 1 hour at 20°C. 
Spreading rate: Approx. 3-6m2/litre, 
depending on absorption factor. 

Cleaning: Clean all tools etc. immediately 
after use. Wash them carefully in warm, 
soapy water. Package sizes: 20 litres. 
Storage: Dry, frost-free and out of the 
reach of children.

Application: Brush, paint-roller or low-
pressure spray gun. 
Dilution: Dilute with max. 20% water.

How it works!

Colour availability
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HydroBlock CLEAR

HydroBlock not only protects, but actively rebuilds original colour and look of your 
roof. HydroBlock is based on the latest nano-technology. A chemical composition of 
siloxanes with free reactive groups enables HydroBlock to actively bond to mineral 
surfaces such as concrete and protect against rain, dirt, algae, pollution and oil. 
Provides hydrophobic surface that will not allow water penetration.

Colour: Colourless. Drying time: Approx. 
1 hour at 20°C. Spreading rate: Approx. 
3-5 m2/litre, depending on absorption 
factor.

Cleaning: Clean all tools etc. immediately 
after use. Wash them carefully in warm, 
soapy water. Package sizes: 25 litres. 
Storage: Dry, frost-free and out of the 
reach of children.

Application: Brush, paint-roller or low-
pressure spray gun. Dilution: The product 
is supplied ready-to-use, no dilution 
required.

How it works!

Isonit
Isonit roof coating is based on nanopolyurethane optimised acrylic polymers which 
show lasting flexibility, water repellency, breathability, UV-resistance and is fast 
drying. Isonit is also easy to apply and provides a hydrophobic surface which is self 
cleaning for years to come. The coating will not fade with UV rays.

Colour: 8 standard colours. 
Drying time: Approx. 1 hour at 20°C. 
Spreading rate: Approx. 3-6m2/litre, 
depending on absorption factor. 

Cleaning: Clean all tools etc. immediately 
after use. Wash them carefully in warm, 
soapy water. Package sizes: 20 litres. 
Storage: Dry, frost-free and out of the 
reach of children.

Application: Brush, paint-roller or low-
pressure spray gun. 
Dilution: Dilute with max. 20% water.

How it works!

Colour availability
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Wallcoat Colour
A matt and weatherproof silicone resin façade paint which provides good opacity and very good adhesion to mineral 
surfaces. The surface becomes dirt and water repellent, and when dry the surface is still open to moisture
 evaporation. Wallcoat Colour provides excellent protection against growth of any kind due to its self cleaning properties. 
Furthermore it provides excellent protection to mineral surfaces such as concrete, tiled silicate and plastered surfaces, 
and even works on previously painted surfaces.

Colour: 9 standard colours. Drying time: 
Approx. 1-2 hours at 20°C. Repaintable: 
after 2 hours at 20°C. Spreading rate: 
Approx. 5-6m2/litre, depending on 
absorption factor.

Cleaning: Clean all tools etc. immediately 
after use. Wash them carefully in warm, 
soapy water. Package sizes: 9 litres and 
10 litres. Storage: Dry, frost-free and out of 
the reach of children.

Application: Brush, paint-roller or 
low-pressure spray gun. Dilution: Use 
undiluted, depending on the need, dilute 
with max. 5% water.

How it works!

Colour availability

Designed to prevent water ingress through masonry walls, through hydrophobic capabilities, lowering a building’s 
U-Value, lowering energy costs in the process. It provides excellent protection against growth of any kind because 
it keeps the surface dry. Furthermore it provides excellent protection to mineral surfaces such as concrete, stone 
and brick.

Wallcoat Creme CLEAR

Colour: Colourless. Drying time: Approx. 
1 hour at 20°C. Spreading rate: Approx. 
5 m2/litre, depending on absorption factor.

Cleaning: Clean all tools etc. immediately 
after use. Wash them carefully in warm, 
soapy water. Package sizes: 10 litres. 
Storage: Dry, frost-free and out of the 
reach of children.

Application: Brush, paint-roller or low-
pressure spray gun. Dilution: The product 
is supplied ready-to-use, no dilution 
required.

How it works!
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WALL 
COATINGS...
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STONE & 
PAVING
COATINGS...

Decor8 - 6x Coatings 8pp Brochure.indd   6 23/02/2013   18:34




